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SPECIALS

EXPLOSION PROOF INTERLOCKED SWITCH                                                                                                                                      

QL WITH PROXIMITY SWITCH                                                                                                                                    
CUSTOMER PROBLEM

CUSTOMER PROBLEM

SFC SOLUTION

SFC SOLUTION

To mechanically interlock an electrically 
operated device, within a hazardous 
environment - ATEX certifi ed.

Where mechanical (interlocked) control 
of powered equipment is required in a hazardous 
area, the SFC switch lock provides the 
perfect solution.

In this illustration our ‘QL’ quarter turn interlock 
is fi tted to the switch mechanism of an II 2 G D 
hazardous area control switch.

A single or dual key confi guration can 
be supplied to lock in the ‘ON’, ‘OFF’ 
or both positions.

Solenoid key release units are available. 
These are commonly used around Pig Traps 
to receive a ‘low pressure’ signal to indicate 
it is safe to proceed to open the door.

Additional signalling required.

ATEX certifi ed proximity switches can be 
incorporated into all SFC interlocks to provide 
signals to indicate:

A Key entry or removal

B  Valve open or closed, indicated by
the removal of the key and locked
in that position

‘Off the shelf’ proximity & microswitches are 
integrated with our interlocks units.

The ISO pattern ‘IML’ intermediate lock that enables full mechanical control of any ISO pattern actuator.

                                                                                                                                                                                                                           

Actuated valves in process operations are normally 
maintained in an energised state and may otherwise 
be part of a DCS managed system. During normal 
operations these valves will respond to process 
commands in a pre-determined manner.

However, during periods of planned maintenance the 
command architecture managing these valves may need 
to be suspended to facilitate prescribed work tasks. 
In these circumstances it may be essential to ensure 
that such valves are set to their failsafe position and 
are disabled both remotely and locally so that work 
may proceed safely.

The SFC ‘IML’ lock is a mechanical device that interfaces 
between the actuator and its host valve. It uses an 
operating key facility to lock the actuator in the desired 
open or closed position so that the valve is prevented 
from turning under any circumstances. 

This key may be a part of an additional designed-in 
feature whereby the power source that energises the 
valve can be interlocked with the IML unit itself to 
provide a total failsafe solution by ensuring the power 
source and the actuator are mechanically interlocked 
and all functions are disabled.

With all ISO 5211 patterns covered from F05 to F16, 
the six models of the IML will interface immediately to 
any ISO pattern actuator and replaces the requirement 
for a valve mounting kit.

The maximum flange torque for each hole pattern in line 
with ISO 5211 is :

F05 125Nm
F07 250Nm
F10 500Nm
F12 1000Nm
F14 2000Nm
F16 4000Nm

The ‘IML’ is available in two compact mechanical 
configurations :

- A key-operated system managed from the   
Control Room as part of a structured ‘Permit 
to Work’ (‘PtW’) management system.

- A simple stand alone lock-out system which  
satisfies OSHA Standard 1910.47 – ‘Control of   
Hazardous Energy’
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IML - INTERMEDIATE LOCK


